
from 5,5 to 450 Nm

DPTS Pistol Series 

4

1/4’’ Quick release bit holder

Model Capacity
Torque (Nm)

5-6 bars

Speed (rpm) Weight 

(Kg)

Length 

(mm)

Noise 

(dB(A))

Vibration

(m/s²)

Average air 

consumption (I/s)
Code 

5 bars 6 bars

DPTS-30HD M5 5,5 - 13 4100 4600 0,89 163 78 0,7 4,2 6-1080021

DPTS-40HD M5 - M6 9 - 18 4100 4600 0,92 170 78 0,7 4,2 6-1080022

DPTS-50HD M6 - M8 13 - 26 6800 7200 0,92 170 80 0,7 5,8 6-1080023

DPTS-60HD M8 18 - 30 5900 6200 1,00 181 82 0,7 6,7 6-1080024

Air hole size : DPTS 30/40/50HD = 6,5 mm
      DPTS 60HD = 8 mm

Recommended air pressure : 5 - 6 bars
Air inlet : 1/4’’ NPT

6-1080024

6-

6-

6-

6-

Code 

6-1080021

6-1080022

6-1080023

6-1080024

Model Capacity
Torque (Nm)

5 - 6 bars

Speed (rpm) Weight 

(Kg)

Length  

(mm)

Noise 

(dB(A))

Vibration

(m/s²)

Average air 

consumption (I/s)
Code 

5 bars 6 bars

DPTS-30 M6 6 - 13 4300 4600 0,89 167 78 0,9 4,2 6-1084190

DPTS-40 M5 - M6 10 - 19 4100 4400 0,92 167 78 0,9 4,2 6-1080008

DPTS-50 M6 - M8 14 - 28 6800 7200 0,92 167 80 0,9 5,8 6-1080009

DPTS-60 M8 20 - 35 5900 6200 1 178 80 0,9 6,7 6-1080010

DPTS-65 M10 27 - 45 4500 4800 1,08 189 82 0,9 4,3 6-1058450

DPTS-70 M8 - M10 34 - 57 6900 7200 1,35 194 82 0,9 7,5 6-1080011

DPTS-80 M10 - M12 40 - 70 4800 5100 1,21 194 82 0,9 5,0 6-1058451

3/8’’

Air hole size : DPTS 40/50 = 6,5 mm
DPTS 60/70 = 8 mm

Recommended air pressure : 5 - 6 bars
Air inlet : 1/4’’ NPT

Model Capacity
Torque (Nm)

5 - 6 bars

Speed (rpm) Weight 

(Kg)

Length  

(mm)

Noise 

(dB(A))

Vibration

(m/s²)

Average air 

consumption (I/s)
Code 

5 bars 6 bars

DPTS-90 M10 - M12 57 - 90 5000 5400 1,55 200 83 1,3 8,8 6-1080012

DPTS-100 M10 - M12 75 - 120 5000 5300 1,87 209 84 0,7 9,2 6-1080013

DPTS-130 M12 - M14 113 - 148 3300 3600 2,26 216 86 0,8 12,2 6-1080014

1/2’’

Air hole size : DPTS 90/100 = 8 mm
     DPTS 130 = 11 mm

Recommended air pressure : 5 - 6 bars
Air inlet : 1/4’’ NPT

Model Capacity
Torque (Nm)

5 - 6 bars

Speed (rpm) Weight 

(Kg)

Length  

(mm)

Noise 

(dB(A))

Vibration

(m/s²)

Average air 

consumption (I/s)
Code 

5 bars 6 bars

DPTS-150 M16 145 - 210 3500 3700 3,1 238 86 0,8 12,2 6-1088200

DPTS-180 M16 - M18 180 - 255 2500 2700 3,9 264 86 0,8 7,3 6-1058452

DPTS-200 M8 - M20 230 - 450 3000 3100 4,25 251 88 0,9 23 6-1074111

3/4’’

6-1080011

6-

6-

6-

6-

6-

Code 

6-1084190

6-1080008

6-1080009

6-1080010

6-1058450

Air hole size : DPTS 150/180 = 11 mm Recommended air pressure : 5 - 6 bars
Air inlet : 1/4’’ NPT

                       DPTS 200 = 12,7 mm Recommended air pressure : 6 bars
Air inlet : 3/8’’ NPT

1074111
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